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PROSOFT COMPACTLOGIX INRAX C APP DEV 1xENET 2xRS232/422/485

MVI69-ADMNETCatalogue No:

· Integrate into your system using existing Studio5000® 
programming software

· All Encompass Partner products are supported under 
the Rockwell Automation TechConnect technical 
support program

Representative Photo Only
(actual product may vary based on configuration selections)

CompactLogix inRAx 'C' Programmable Application development 
Module with Ethernet

SPECIFICATIONS

Product Series

Component Type PLC & I/O

Communications Ports (On Board)

Communication Port Speed (Min.)

Communication Port Speed (Max.)

Power Supply

Module Specific Functions

Operating Temperature, Max

Operating Temperature, Min

Storage Temperature, Max

Storage Temperature, Min

Relative Humidity, Max

Humidity Type

CompactLogix (Bul. 1768 / 1769)

Communications Module

Ethernet/IP Port

10 Mbit/s

100 Mbit/s

5V DC

The ADMNET module is a powerful
solution that will support both Client and
Server applications.

60 °C max

0 °C min

85 °C max

-40 °C min

95 %RH

Non-condensing

REFERENCES

Installation Guide: -

User Manual: -

Manufacturer Datasheet: -

Manufacturer Catalogue
& Product Selection:

-

Supplier Declaration of
Conformity:

-

IECEx Certificate -
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